Cement Manufacturing Company
(714) 379-B260

11065 Knott Ave., Sulte A, Cypress, CA 90630
|800) 929-3030 Technicat Hotline
(714) 379-8270 Facsimlle (800} 523-6368 Order Dask

MATERIAL SAFETY DATA SHEET
Rapid Set® Cement, Grout, Mortar, Concrete & D.O.T. Repair Mix
D.O.T Repair Mortar, D.O.T. Cement, Super Fast Set Cement™, C-150 Plastic Cement

Section 1 - General Information
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Rapid Set® Products

11065 Knott Avenue, Suite A

Cypress, CA 90630

Emergency Phone Number: (800) 929-3030
Chemical Name and Synonyms: N.A.
Trade Name and Synonyms:

Rapid Set® Cement

Rapid Set® Non-Shrink Multipurpose Grout Cement All™ Extra High Strength Mix

Rapid Set® Mortar Mix

Rapid Set® Concrete Mix

Rapid Set® D.O.T. Mix

Rapid Set® D.O.T. Repair Mortar
Rapid Set® D.O.T. Cement
Super Fast Set Cement™

Chemical Family: Calcium Salts

Formula:

Silicon Dioxide [Si0;)
Aluminum Oxide [A1,05]
Iron Oxide [Fe,0s)
Calcium Oxide [(C.0]
Magnesium Oxide (MgO}
Sulfur Trioxide [SO,]
Loss on Ignition

Total Alkalis [As Na,O]
Insoluble Residue

Speciaity Cements

15.40%
13.74%
2.38%
50.87%
1.26%
12.52%
2.84%
0.56%
0.78%

CAS No.

7631-86-9
1344-28-1
1345-25-1
1305-78-8
1305484
7446-11-9
65997-15-1

LD;,

N/A
N/A
N/A
N/A
N/A
N/A

2/24/98

LGy

N/A
N/A
N/A
N/A
N/A
N/A

ChemComp?® Shrinkage-Compensating Cement

Ropid Set® Products: Cement Non Shrink Grout - Concrate Mix -

D.O.T. . C-150 Piastic - Mortar



Section II - Hazardous Ingredients
7. Hazardous Ingredients:

Silicon Dioxide
Aluminum Oxide
Iron Oxide
Magnesium Oxide
Sulfur Trioxide

Section III - Physical Data

8. Boiling Point: N.A.

9. Vapor Pressure: N.A.

10.  Vapor Density: N.A.

11.  Solubility In Water: Slight (typically 0.1 - 1%)

12.  Specific Gravity: Approximately 3.10

13.  Percentage Volatile By Volume: N/A

14.  Evaporation Rate: N.A.

15.  Appearance and Odor: Gray (or white) powder, odorless

Section IV - Reactivity Data

16.  Flash Point: N.A.

17. Flammable or Explosive Lumits: N.A.

18.  Extinguishing Media: N.A.

19.  Special Firc Fighting Procedures: N.A.

20.  Unusual Fire and Explosion Hazards: None

Section V - Heaith Hazard Data
2l.  Threshold Limit Value: 5 mg/m’ (respirable dust)
10 mg/m? (total dust)
30 miilion particles per cubic foor

22.  Over Exposure: See Below

Acute - Dry cement, when combined with body moisture and wet cement, especially as an
ingredient in plastic (unhardened) concrete, can dry the skin and cause alkali burn.
Cement dust can irritate the eyes and upper respiratory system.







