{ndusirial Gypsum Products

‘

PRODUCT SPECIFICATION

DENSITE K ~ 32

. SHURSET CONCRETE ADDITIVE

Pouring consistency Average

Use Consistency ' 30

Setting Tine 20 - 25 minutes
Set Expansion .0008 inch per inch
Dry Compressive Streagth 12000

Grind thru 325 mesh 90%

This product is very strong and is used for a wide variety

of purposes including pottery (pots) and tooling applications
through statuaxy products.

K-32 is a product which is light sensitive, which will cause

the finished product to tuxrn a light brown when exposed to

sunlight, K=-32 can be produced without being light sensitive
if requested. . :

Densite is manufactured at
‘Blue Rapids, KS8.

INDUSTRIAL GYPSUM DIVISION

Spec.2l




ALLIED CONSTRUCTION SUPPLIES CORP .
2624 NORWICH
DALLAS, TEXAS 75212

MSDS : SHURSET CONCRETE ADDITIVE

¥

SECTION I - PRODUCT IDENTIFICATION | BOILING POINT (OEGREES FAWREWHEIT): Mot Appliceble
_Wm: Soc attoched (ist of products covered | MELYING POINT (DEGREES FAHREWHEIT): Not Applicable (Ground
by this HSDS, #0043. , i pypsum decompoges at 1450°C to Cad and $05)
l .
CAS NANE AND HO: Mixture | VAPOR PRESSURE (MM. OF MERCURY): Not Applicable
L I
CHENICAL EAMILY: Not Applicsble ' | SPECIFIC GRAVITY (VATER = 1): 1.0 = 2.7
‘ I
CHEMICAL FORMULA: Not Applicuble | YAPOR DENSITY (AIR = 13: Not Applicable
[
MANUFACTURER'S HANE AND ADDRESS: ' | PERCENT VOLATILE (BY WEIGHV): Not Applicable
Georgia-pacific Corporation
2841 Miller Road . : Products wWith Portlond cement, calcium hydroxide or high

Decatur, GA 30035 | imestone content: 8.5 - 10
Other products with high gypsum content: 7 - 8
RG! E_NO.: (G04) 9BT-5190 or

(800) 424-9300 - CHENTREC SOLUBILE N : 0~ ,2% @ &0°C

SECTION 11 - HAZARDOUS INGREDIENTS EVAPORATION RATE (BUTYL ACETATE = 1): Not Applicable

CONPORENT ACGIH TLVWR  OSHA PEL SECTION 1V ~ FIRE AMD EXPLOSICN DATA
5 2y Mo, o % {THA) £TuAY

FLASH POIE[- Not Applicoble
CypsuwCaleius Sulfote  49-909.5  *10 mg/a’ 15 myme3t V) :
(777TB-18-9)** or S mg/we <2}
Limestone/Caleium

Caorbonate (1317-65-3)*

EIRE_EXTINGUISHING MEDIA: Non-combustible

perlite (No CAS #) 0-14. ™0 sa/o 15 mg/me3? N/A N/A
5 mg/m><?

Portiand Cement 049  *W0 mg/m® 10 masacs )

(65997-15+1) 5 mg/m><2) UNUSUAL_FIRE AND EXPLOSION WAZARDS: Noae

Starch (9005+25+8) 0-4 *10 /e’ 15 mg/at 1) SECTION ¥V - REACTIVITY DATA
5 ngser 2

STABILITY: UNSTASLE ____ _ STABLE __ X

* total dust containing no asbestos and < 1.0X free erystalline
silica

** gypsun and | imestone mey contain ¢rystalline silica as trace,
naturslly ocowrring contaminant; uswally present ot < 1.0%.
Mrotal dust.

(”Mcplrable dust.

Glyatue is for total particulate contsining < 1.0% quartz.

CONDITIONS TO AVDID: Nabe
INDOMPATIBILITY (MATERIALS TO AVOID): Hone

HAZARDOUS DECOMPOSTTION PRODUCTS: None (Grownd gypsum: €30
503

SECTION 111 - PHYSXCAL PROPERTIES

APPEARANGE WD CDCR: Whitish, grey or buff powder; low odor.
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HOLECUUAR VEIGHT:  Not Applicable







