Material Safety Data Sheet Date 3/1/93

~
Section I PRODUCT NAME OR NUMBERS: Tex Bond, Tex Bond Super 32, Tex Bond
. Super, Tex Bond Super H, Fire Pak
Tubes, Tex Bond 3000
Manufacturer's Name: WESCO REFRACTORIES, INC.
Address : 410 E. Magnolia, Fort Worth, Texas 76104
Emergency Telephone Number:  817/332-1589
Chemical Family: Alumina-Silica
Section IL CHEMICAL COMPONENTS
EXPOSURE LIMITS
OSHA PELs C.A.S. Number Wt.%
AL, : 10 Mg/M3 (D) 1344281 3555
8i0, A&B 30 Mg/M3 14808-60-7 38-52
100 % Quartz % Quartz +3
Fe,04 5 Mg/M3 130937-1 0.5-3.0
Cal 2 Mg 1305-78-8 0.1-03
MgO 10 Mg/M3 1309-48-4 0.10.3
Alkalis 2.56.0
Section IIL PHYSICAL DATA
Boiling Point: N/A Specific Gravity (H20 = 1): 1.5-3.0
Vapor Pressure mm Hg @ 20°C: N/A Percent Volatile by Volume: None
Vapor Density ( Air=1): N/A Evaporative Rate (Ethyl ether = 1): N/A
Solubility in Water: Slight pH= 11-12
Appearance: brown Odor None Material is : Suspension
Section IV, FIRE AND EXPLOSION HAZARD DATA
Closed Cup Flash Point of : N/A LEL: N/A %
Ignition Temperature of : N/A UEL: N/A %
Extinguishing Media: Water spray or foam, dry chemical, carbon dioxide

Special Fire Fighting Procedures: Non-combustible and not explosive. Move container from fire area if possible;
avoid breathing vapors or dust. Protective clothing for skin and eyes should be worn.
Unusual Fire and Explosion Hazards: NONE

Section V. TRANSPORTATION REQUIREMENTS

D. O. T. Hazardous Material Proper Shipping Name ( 49CFR 172,101 ): None
D. O. T. Hazard Class (49CFR 172.101): None
D. O. T. Identification No.: None

EPA Hazardous Waste No.: None







