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MATERIAL SAFETY DATA SHEET

Name Address
TXI OPERATIONS, LP 1341 W. MOCKINGBIRD LANE, DALLAS, TEXAS 75247
Emergency Telephone Number Person Responsible for Preparation Date
(972) 647-6700 NANCY GARNETT SEPTEMBER 1998
Common Name (used on label) Chemical Family
VINYL PATCH NOT APPLICABLE
Chemical Name Formula
DOES NOT APPLY MIXTURE OF PORTLAND CEMENT, SAND AND POLYVINYL ESTERS
Trade Name & Synonyms

VINLY PATCH, VINYL CONCRETE PATCH

Hazardous Componcat CAS # % Typical ILV (Units PEL (Units)
PORTLAND CEMENT 65997-15-1 30-35 10 mg/m® 10 mg/m®
SAND (QUARTZ) 14808-60-7 65-70 0.1 mg/m** 0.1 mg/m**
VINYL ACETATE POLYMERS 9003-20-7 23 Not established Not established

PEL: Permissible Exposure Limit established by the Occupational Safety and Health Administration (OSHA).
TLV: Threshold Limit Value established by the American Conference of Governmental Industrial Hygicnists (ACGIH).

*Respirable fraction

Boiling Point Specific Gravity (H,0 = 1) Vapor Pressure (mm = Hg)
DOES NOT APPLY 2.5-3.0 DOES NOT APPLY

Percent Volatile by Volume Vapor Deasity (Air = 1) Evaporation Rate (Butyl Acetate=1)
NEGLIGIBLE DOES NOT APPLY <1

Percent Soluble in Water Reactivity in Water
SLIGHT (0.1% - 1.0%) WILL NOT EVOLVE FLAMMABLE OR TOXIC GASES

Appearance and Odor

FINE, GRAY POWDER MIXED WITH SAND, NO ODOR

Hazardous Material Infi ion S Identifier (HMIS)
HEALTH = 2* FLAMMABILITY = 1 REACTIVITY = 1 PERSONAL PROTECTION = X

Flash Point Flammable Limits in Air (% by Volume)
DOES NOT APFLY Lower: DOES NOT APPLY Upper: DOES NOT APPLY
Extinguishing Media Auto Ignition Temperature
WATER SPRAY OR MULTIPURPOSE DRY CHEMICAL > 566 Degrees F
Unusual Fire and Explosicn Hazards

DUST PARTICULATES FROM THE POLY VINYL ESTER COMPONENTS (2-3 %), IN HIGH CONCENTRATIONS MAY FORM AN EXPLOSIVE MIXTURE WITH AIR.
MAINTENANCE OF AIRBORNE DUST CONCENTRATION BELOW 10mg/m, WILL MITIGATE THE RISK OF AN EXPLOSION.

Special Fire Fighting Procedurcs
PRODUCTS OF COMBUSTION INCLUDE ACETIC ACID, CARBON MONOXIDE, CARBON DIOXIDE AND SMOKE. UTILIZE NIOSH/MSHA APPROVED, SELF-
CONTAINED BREATHING APPARATUS IN POSITIVE PRESSURE MODE.

TXI012







